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1. Juvéeon

Connection Settings
Connection Type  Senal Port |COM3 ~ Reload Connect

2. Npoypappata

‘Ewg 35 autopatiopouc. Na va mpooBeoste éva
TIPOYPOUUA/AUTOUATIONO, ETUAEETE EVal YEYOVOG KOl L EVEPYELD Tt
TNV Alota Kot tatote To Koupri «Add to List». MOALC TEAELWOETE PE TIG
ETUAOYEG 0QC NV EEXAOETE va MATACETE TO KOUWTTL «Save Changes» yla
va armoBnKeUTOUV OTNV CUOKEUN).
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Read From Device Save Changes Delete Program List
Program1 A
Evert Action
Digital Input's State Changed ~ Output Action ~ Duration: |10 o
Add to List
Digital Input: LH ~ Output: ON ~ Delay: 5 =
Notify: | NONE ~ Delete
Program2
Evert Action
Digital Input's State Changed ~ Output Action ~ Duration: |10 o
Add to List
Digital Input: HL ~ Output: OFF ~ Delay: 5 =
Notify: | NONE ~ Delete
Program3
Evert Action
||ncoming Call V| Motify Action ~
A bn 1 ot v

3. Xepokivntog €Aeyxog ko Stapacpa

ATU TV oeAida « Manual Control» pmopeite va eA€yéete xeltokivnTa pa
€€060 kaBwc¢ kal va Stafdaocete TNV Katdotaon Twv €€08wv aAAAd Kal TLG
TIMEG TWV avaloylkwy Kot Pndlakwv e.06dwv Tou CUCTAMATOC.
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Control an output

Cutput |1 ~ Delay:* |0 5 Duration: * |0 3 - OFF Reload Peripherals
* aptional (65000 sec)

Read Input/Output State

OUTPUTS INFUTS ANALOG INPUTS

QUTPUT 1=0FF INFUT 1=0FF

QOUTPUT 2=0FF INPUT 2 = OFF Read Outputs State
INFUT 3 =0FF
INPUT 4 = OFF

Read Inputs State

Read Analog Inputs

4. I=siplrakn 006vn

AU tnv oeAida «Serial Monitor» punopeite va otelleTe Xelpokivnta
EVTOAEG Kal va SLaBACETE TNV amAvTnon TG cUokeung. ESw pmopeite va
SOKIUAOETE KO TG LOKPOEVTOAEC TTOU £XETE OplOEL.
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Command 2 || | Send Clear |

| |
Command3 | | [ sed | [ cear |

| Clear Serial Monitor |

GETOUTPUT 1
OUTPUT 1=0FF

5. PuBuioslg

Itnv oeAida «Settings» pnopeite va puBUioETE TNV WPA TNG CUCKEUNG UE
Baon to poAdL TOU UTIOAOYLOTH 0OC KAVOVTAC KALK OTO KOUUTTL «Set

Time». AT auth tnv oeAiba pnopeite va pubuioete kal tnv unnpeocia
APN.
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Device Clock Device Fimware

TIME=18:57:08 DATE=14/11/18 IR2_2.1 May 62018 12:29:14

| Restart Device |

APN
GPRS: () Enabled (@) Disabled | Save | | Read | ‘ Default |
Settings
Name: |imernet | U_RU U.RL2
Link: |www.f|eetser\rer eu | Link: www.autotech2.gr
User: | |
Port: 3883 z Port 3887 z
Pass: =
| | Aive  [120000 |3 Aive 120000 |5

Roam: () ON (@ OFF

Protection Password: |1111 (O) Enable (®) Disable

6. MakpoeVToAEg

Ewg 25 pakpoevtoAEg. Opiote Eva KAELSL yla pLa LOKPOEVTOAN Kot
TATOTE TO «Set». MOALG TEAELWOETE LE TIG ETUAOYEC 0OG PNV EEXAOETE
Va TTATAOETE TO KOUMTIL «Save Changes» yLa va anoBnkeutouv otnv
OUOKEUN..
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| Read from Device ‘ | Save Changes | | Remaove All
1. Key: |eisodos? | Macro:  [GETINPUT 1 | Set Remave
2. Key |exodos2 | Macro:  [GETOUTPUT2 | Set Remave
3. Key | | Macro: | | Set Remave
4. Key: | | Macro: | | Set Remaove

7. PUBuon twv avaloylkwv Bupwv

Ytnv oeAida «Analog Tune» pmnopeite va puBbuioeTe TIG aVaAOYLKEC
BUpeg opilovtag gain kat offset yia kAOe pLa am’ auTeg.

Program Manual Cortrol  Serial Monitor  Settings  Macros  Analog Tune

Tune Analog Port

Analog port ~ Gain: Offset: ‘ | Set | | Read | | Clear Tune List

“ Select (00 for defaul paraments

Device Tune List

000 GAIN=0.500000 OFFSET=10.500000




